
Model No.：IRK50W Plus
Quick Installation Guide

K50W Plus
有線鍵盤

 Silent Scissor-Structure Keyboard

產品名稱 : 有線鍵盤



 Package Contents

‧Keyboard x 1
‧Quick Installation Guide x 1

 System Requirements

‧Microsoft Windows® 8.1, Windows® 10, Windows® 11.
‧USB ports

 Features

‧Exclusive, stable and quiet high-scissor structure keys
‧3.8mm key travel distance for comfortable typing
‧3-Way cable routing management
‧Keys lockable function to prevent mistyping
‧Software support allowing for macros, multimedia functions and hotkeys

 Specifications

‧Interface : USB 
‧Keys : 104+4 ( By language)
‧Key stroke : 3.8 ±0.3 mm
‧Key force : 55±15g 
‧Switch life: about 30 million life cycles
‧Membrane key-switches with Scissor-Structure.
‧Electric current : 100 mA maximum
‧Voltage : DC5V
‧USB cable length : 180 cm
‧Weight : 740 g
‧Dimensions : 447 (L) x 144 (W) x 33 (H) mm

 Product Information

　1. LED indication

 Hardware Installation

  1. Turn on your computer
  2. Plug USB cable into an available USB port on your computer  
  3. Your computer will automatically detect the keyboard
  4. You may use the keyboard after detection

 Function Keys

‧Some keys must press “ Fn ” and desired function key simultaneously to use hotkeys

 Software

Please go to iRoc ks official website to download and install latest software for backlight, macro, 
multimedia keys configuration and more for P1 / P2 / P3 / P4 keys setting

  1. Double click the installation software you download and follow the instructions step by
  2. Plug in the keyboard after installation, the software will start to identify it.
  3. Launch the software. It will take some time to download the memory parameter and setting of the     
      keyboard.
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: Numeric Lock Indicator : Scroll Lock Indicator

: Caps Lock Indicator : Key function Lock Indicator

: Open the internet browser  (customizable by software) P1
: Open E-Mail (customizable by software)P2
: Media player  (customizable by software)P3
: Launch Calculator  (customizable by software)P4

+         : Play/pauseFN F9
+         : Stop playFN F10
+         : BackwardFN F11
+         : ForwardFN F12

+          : MuteFN INS

+          : Full key lock and unlockFN ESC

+             : Decrease VolumeFN HOME
+             : Increase volumeFN PGUP
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　包裝內容

‧鍵盤 x 1
‧快速安裝手冊 x1

　系統需求

‧微軟的視窗系統 Windows® 8.1, Windows® 10, Windows® 11.
‧可用的USB傳輸埠

　產品特色

‧獨家高剪刀腳結構按鍵，結構平穩且安靜
‧按鍵行程 3.8mm 提供舒適打感
‧三邊出線設計，便於理線
‧支援可鎖定按鍵功能，可避免誤觸
‧支援軟體設定，可自行設定巨集、多媒體及熱鍵

　產品規格

‧產品名稱 : 有線鍵盤
‧產品型號 : IRK50W Plus
‧介  面 : USB
‧按鍵數 : 104+4 鍵 (依語文別而定)
‧按鍵行程 : 3.8 ±0.3 mm
‧按鍵荷重 : 55±15g
‧按鍵壽命 : 約3千萬
‧消耗電流 : 最大 100 mA 
‧額定電壓 : DC 5V
‧線  長 : 180公分
‧商品尺寸 : 447 (L)*144 (W)*33(H) mm  

　產品資訊

　1. LED指示燈

　硬體安裝

  1. 開啟電腦電源
  2. 將鍵盤端的USB線的USB頭插入電腦的USB連接埠
  3. 電腦會自動偵測到鍵盤裝置
  4. 安裝完成

　多媒體及功能快捷鍵

‧部分功能鍵搭配同時按壓FN鍵跟指定按鍵產生對應的快捷功能

　應用軟體安裝

本軟體須搭配本產品鍵盤才能正確啟動，此軟體用於設定更改鍵盤的
P1/P2/P3/P4 的快捷功能。

  1. 請至官網下載對應的應用軟體。

  2. 請雙擊下載的軟體，並依指示進行安裝。
  3. 安裝完成後，電腦須連接本產品鍵盤，軟體方能正常運作。
  4. 軟體啟動時，會下載鍵盤內存參數及設定值，須一點時間。
  5. 設定完成後進行儲存設定值，完成設定。

　安全規範

‧IRK50WPlus限用物質查詢網址 :
     https://www.i-rocks.com.tw/uploads/root/IRK50WPlus.JPG

Silent Scissor-Structure Keyboard CH 1-1



: 數字鎖指示燈 : 滾動鎖指示燈

: 大小寫指示燈 : 鎖鍵指示燈

: 開啟網路瀏覽器 (可透過軟體更改快捷功能) P1
: 開啟Ｅ-Mail 軟體 (可透過軟體更改快捷功能)P2
: 多媒體呼叫 (可透過軟體更改快捷功能)P3
: 計算機 (可透過軟體更改快捷功能)P4
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IRK50W Plus

i-Rocks Technology Co., Ltd.
Headquarter Office
7F., No. 786, Zhongzheng Rd., Zhonghe Dist., 
New Taipei City 23586, Taiwan
Tel  : +886-2-2225-5080
Fax : +886-2-2228-1712
www.i-rocks.com
i-Rocks Korea
www.i-rocks.co.kr
i-Rocks Malaysia
57-A, Jalan SS21/1A, Damansara Utama, 47400, 
Petaling Jaya, Selangor, Malaysia
Tel : +603-77339233
www.i-rocks.com


